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Wafer Tweezers

We offer 18 different tweezers styles, mostly from the 
SPI-Swiss collection. 

Style
DimenSionS (in mm)

A B C D e

Style #2W 6.5 5 2.5 4 -

Style 2WF 6.5 9 2.5 4 2.5

Style 2WFG 6.5 9 2.5 4 2.5

Style 3W 9.5 10 2.5 4 - 

Style 3WF 9.5 10 2.5 4 2.5

Style 3WFG 9.5 10 2.5 4 2.5

Style 4W 12 9 2.5 4  -

Style 4WF 12 9 2.5 4 2.5

Style 4WFG 12 9 2.5 4 2.5
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 Style DeSCription p/n

 

Style #2W 
Length: 120 mm

Antimagnetic  
Stainless Steel

0S2W0-XD

PTFE Coated Antimagnetic  
Stainless Steel

S2W0T-XD

 Style 2WF 
Length: 119 mm

Antimagnetic  
Stainless Steel

0S2WF-XD

PTFE Coated Antimagnetic  
Stainless Steel

S2WFT-XD

 
Style 2WFG 

Length: 120 mm

Antimagnetic  
Stainless Steel

S2WFG-XD

PTFE Coated Antimagnetic  
Stainless Steel

S2WFGT-XD

 

Style 3W 
Length: 125 mm

Antimagnetic  
Stainless Steel

0S3W0-XD

PTFE Coated Antimagnetic  
Stainless Steel

S3W0T-XD

 

Style 3WF 
Length: 125 mm

Antimagnetic  
Stainless Steel

0S3WF-XD

PTFE Coated Antimagnetic  
Stainless Steel

S3WFT-XD

 

Style 3WFG 
Length: 125 mm

Antimagnetic  
Stainless Steel

S3WFG-XD

PTFE Coated Antimagnetic  
Stainless Steel

S3WFGT-XD

 Style 4W 
Length: 133 mm

Antimagnetic  
Stainless Steel

0S04W-XD

PTFE Coated Antimagnetic  
Stainless Steel

S04WT-XD

 Style 4WF 
Length: 133 mm

Antimagnetic  
Stainless Steel

0S4WF-XD

PTFE Coated Antimagnetic  
Stainless Steel

S4WFT-XD

Style 4WFG 
Length: 125 mm

Antimagnetic  
Stainless Steel

S4WFG-XD

PTFE Coated Antimagnetic  
Stainless Steel

S4WFGT-XD

Style 33A 
Length: 112 mm 

Width at end: 6.5 mm

Antimagnetic  
Stainless Steel

0S33A-XD

PTFE Coated Antimagnetic  
Stainless Steel

S33AT-XD

Style 34A 
Length: 127 mm 

Width at end: 6.2 mm

Antimagnetic  
Stainless Steel

0S34A-XD

PTFE Coated Antimagnetic  
Stainless Steel

S34AT-XD
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Style DeSCription p/n

Style 35A 
Length: 121 mm 

Width at end: 6.5 mm

Antimagnetic  
Stainless Steel

0S35A-XD

PTFE Coated Antimagnetic  
Stainless Steel

S35AT-XD

Style 36A 
Length: 124 mm 

Width at end: 6.2 mm

Antimagnetic  
Stainless Steel

0S36A-XD

PTFE Coated Antimagnetic  
Stainless Steel

S36AT-XD

Style 37S 
Length: 124 mm 

Width at end: 6.5 mm

Antimagnetic 
 Stainless Steel

0S37S-XD

PTFE Coated Antimagnetic  
Stainless Steel

S37ST-XD

Style 84A 
Length (Total): 121 mm 
Width of pick up: 2 mm 
Length of top pick up: 

Top: 5 mm 
Bottom: 6 mm

Antimagnetic  
Stainless Steel

0S84A-XD

PTFE Coated Antimagnetic  
Stainless Steel

S84AT-XD

Style 85C 
Length: 121 mm 

Width at end: 7.0 mm

Antimagnetic  
Stainless Steel

0S85C-XD

PTFE Coated Antimagnetic  
Stainless Steel

S85CT-XD

Style 86B 
Length: 121 mm 

Width at end: 2.7 mm

Antimagnetic  
Stainless Steel

0S86B-XD

  See Section L - Sample Preparation in this catalogue 
for other tweezers. 



30 avenue de la Paix  
92170 VANVES - France
Tel: +33(0)1 41 90 50 50
Fax: +33(0)1 41 90 50 51

www.neyco.fr

Materials J 2013-4


